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suspended at a height of 2£ cm. above the bottom of the vessel. So far there is nothing special; but in connexion with the well there is a rectangular trough, or tail-piece, about 2£ cm. broad and 20 cm. long. Between the two parts a sliding door may be inserted, by which the connexion is cut off, and the circular periphery of the well completed. The action of the apparatus depends upon a stream of wind, supplied from an acoustic bellows, and discharged from a glass nozzle, in a direction slightly downwards, so as to strike the water surface in the tail-piece at a point a little beyond the door. The effect of the wind is to carry any greasy film towards the far end, and thus to purify the near end of the tail-piece. When the door is up, this effect influences also the water surface in the well upon which the jet does not operate directly. For, if the tension there be sensibly less than that of the neighbouring surface in the tail-piece, an outward flow is generated, and persists as long as the difference of tensions is sensible. The movements of the surface are easily watched if a little sulphur be dusted over; when the water in the well has been so far cleansed that but little further movement is visible, the experiment may be repeated without changing the water by contaminating the surface with a little grease from the finger or otherwise. In this way the surface may be freed from an insoluble contamination any number of times, the accumulation of impurity at the far end of the tail-piece not interfering with the cleanness of the surface in the well.
Another device that I have usually employed facilitates, or at any rate hastens, the cleansing process. When the operation is nearly complete, the movement of the surface becomes sluggish on account of the approximate balance of tensions. At this stage the movement may be revived, and the purification accelerated, by the application of heat to the bottom of the well at the part furthest removed from the tail-piece. It may, perhaps, be thought that convection currents might be substituted altogether for wind; but in my experience it is not so. Until a high degree of purity is attained, the operation of convection currents does not extend to the surface, being resisted by the film according to Marangoni's principle.
When the apparatus was designed, it was hoped that the door could be made a sufficiently good fit to prevent the return of the greasy film into the well; but experience showed that this could not be relied upon. It was thus necessary to maintain the wind during the whole time of observation. The door was, however, useful in intercepting mechanical disturbance.
A very large number of consistent observations have been recorded. The return of the needle, after deflection to 90°, is timed over an arc of 60°, viz., from 90° to 30°, and is assisted by a fixed steel magnet acting in aid of the earth's magnetism. A metronome, beating three times per second, facilitates the time measurement. As an example, I may quote some observations made on April 11.
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